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PROJECT

LOCATION

PROJECT NOTES:
1. THIS IS NOT A BOUNDARY SURVEY AND DOES NOT MEET THE LEGAL REQUIREMENTS OF A BOUNDARY SURVEY
AS DESCRIBED IN 27 V.S.A. § 1403.  PROJECT PERIMETER LINES ARE BASED ON COLCHESTER TAX MAPS SHOWN
ON THE AGENCY OF NATURAL RESOURCES (ANR) ENVIRONMENTAL INTEREST LOCATOR AND EVIDENCE FOUND
DURING THE AUGUST TOPOGRAPHIC SURVEY.  NO WARRANTY IS MADE TO THE ACCURACY OF THE BOUNDARY
LINES SHOWN HEREON.

2. THE LOCATIONS OF EXISTING PHYSICAL FEATURES ON THIS PLAN ARE BASED ON A TOPOGRAPHIC SURVEY
COMPLETED BY BARNARD AND GERVAIS, LLC IN AUGUST 2020.

3. THE ELEVATIONS ON THIS PLAN WITHIN THE DASHED BOUNDARIES SHOWN ARE 1-FOOT CONTOURS BASED ON
NAVD88 (GEOID12B) ESTABLISHED FROM SURVEY GRADE GNSS READINGS COLLECTED WITH A TOPCON HIPER
SR GNSS RECEIVER ADJUSTED TO VERMONT GRID ON RANDOM CONTROL POINTS USING REAL TIME KINEMATIC
CORRECTIONS FROM A VIRTUAL REFERENCE STATION OF THE VT CORS NETWORK.  THE ELEVATIONS ON THIS
PLAN OUTSIDE THE DASHED BOUNDARIES SHOWN ARE 1-FOOT LIDAR CONTOURS OBTAINED FROM THE STATE
OF VERMONT VCGI OPEN DATA PORTAL DATABASE.

4. FOR CLARITY, TEXT IDENTIFYING EXISTING ITEMS IS LOWER CASE; TEXT IDENTIFYING PROPOSED ITEMS IS
UPPER CASE.

5. NO ATTEMPT HAS BEEN MADE TO LOCATE ANY UNDERGROUND UTILITIES BY BARNARD AND GERVAIS, LLC.
THE CONTRACTOR WILL BE RESPONSIBLE FOR CONTACTING DIG SAFE TO HAVE ANY UNDERGROUND UTILITIES
MARKED PRIOR TO ANY EXCAVATION OR SITE WORK.  THE CONTRACTOR SHALL NOTIFY THE DIG SAFE NETWORK
AT LEAST 72 HOURS PRIOR TO THE START OF CONSTRUCTION.

6. THIS WASTEWATER DISPOSAL SYSTEM HAS BEEN DESIGNED IN ACCORDANCE WITH THE STATE OF VERMONT,
AGENCY OF NATURAL RESOURCES, ENVIRONMENTAL PROTECTION RULES, CHAPTER 1, "WASTEWATER SYSTEM
AND POTABLE WATER SUPPLY RULES" EFFECTIVE APRIL 12, 2019

7. NO WETLANDS WERE SHOWN ON THE SUBJECT PARCEL ON THE "VERMONT NATURAL RESOURCES ATLAS" AND
NO OTHER WETLAND DELINEATION OF SAID PARCEL HAD BEEN CONDUCTED OF WHICH BARNARD & GERVAIS, LLC
IS AWARE. BARNARD & GERVAIS, LLC MAKES NO WARRANTIES THAT WETLANDS OR ASSOCIATED BUFFERS DO
OR DO NOT EXIST ON SAID PARCEL.  BARNARD & GERVAIS, LLC DOES NOT CLAIM TO BE WETLAND ECOLOGISTS
AND DOES NOT HAVE A WETLAND ECOLOGIST OR SPECIALIST ON STAFF.  IT IS RECOMMENDED THAT THE
LANDOWNER OR CONTRACTOR CONTACT A WETLAND SPECIALIST TO CONFIRM NO WETLANDS EXIST PRIOR TO
ANY EARTH WORK OR CONSTRUCTION.

8. THE EXISTING CONCRETE SEPTIC TANK SHALL BE PUMPED OUT, INSPECTED AND CONFIRMED TO BE 1,000
GALLONS IN SIZE.  IF THE TANK IS IN GOOD CONDITION, IT CAN BE REUSED AND RETROFITTED WITH A POLYLOK
PL-122 EFFLUENT FILTER OR EQUIVALENT.  THE FILTER ACCESS IS REQUIRED TO BE COMPLETED FLUSH WITH
THE FINISH GRADE AND IT IS RECOMMENDED THAT THE PUMP OUT COVER BE FITTED WITH RISERS AND
COMPLETED FLUSH WITH THE FINISH GRADE.  IF THE EXISTING SEPTIC TANK IS IN POOR CONDITION OR IS NOT
WATER-TIGHT, IT SHALL BE REPLACED WITH A NEW 1,000 GALLON CONCRETE SEPTIC TANK WITH AN APPROVED
EFFLUENT FILTER.

9. THE EXISTING LEACHFIELD WAS NOT FIELD VERIFIED, THE SYSTEM SHALL BE ABANDONED IN-PLACE.  THE
EXISTING DISTRIBUTION BOX SHALL BE LOCATED, PUMPED OUT, REMOVED AND THE VOID AREA FILLED WITH A
GRANULAR MATERIAL.  ALL WASTEWATER PIPING ENCOUNTERED DURING THE WORK SHALL BE CUT AND
CAPPED.

10. BARNARD & GERVAIS, LLC IS NOT RESPONSIBLE FOR ANY ASPECTS OF HEALTH AND SAFETY ASSOCIATED
WITH THIS PROJECT.

11. ALL EXCAVATION WORK SHALL BE PERFORMED IN ACCORDANCE WITH APPLICABLE STATE OF VERMONT,
OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (VOSHA) GUIDELINES FOR TRENCH EXCAVATIONS.

12. THE PROPOSED ELJEN GEOTEXTILE SAND FILTER (GSF) MODULES SHALL BE INSTALLED IN TWO EXISTING
ABSORPTION TRENCHES.  THE TWO EXISTING TRENCHES SHALL BE EXCAVATED TO REMOVE CONTAMINATED
STONE AND CLOGGED MATERIAL.  ALL CONTAMINATED MATERIALS ENCOUNTERED DURING THE WORK SHALL BE
REMOVED AND PROPERLY DISPOSED OF AT AN ACCEPTED DISPOSAL FACILITY.  ANY REMOVED CONTAMINATED
STONE OR SAND MATERIAL SHALL BE REPLACED WITH ASTM C33 SAND (TYPE 2 MOUND SAND).

13. THE SUBJECT PROPERTY WAS ISSUED STATE OF VERMONT LAND USE PERMIT EC-4-0185-1 ON MAY 29, 1985.

OWNER:

MICHAEL D. HAULENBEEK

VERA SIMON-NOBES

DEED - Vol. 228, PG. 105-106

SPAN # 138-043-10035

PARCEL ID #00086-0086

S-1

GAS UNDERGROUND GAS LINE

BOUNDARY LINE/ R.O.W. (EXISTING)

FINISH GRADE
100

UTILITY POLE/ OVERHEAD WIRESohw

UE UNDERGROUND ELECTRICAL CONDUIT

SURVEY TRAVERSE STATION
TEMPORARY BENCHMARK
(TYPE AND ELEVATION NOTED)

100

LEGEND

BOUNDARY LINE/ R.O.W. (ABUTTING)

WATER LINEW W

GRAVITY SEWER (EXISTING)S S

FORCE MAINFM FM

W

TEST PIT (TP-01)

SOIL BORING (SB-01)

DRILLED WELL (UNLESS OTHERWISE NOTED)

1-FOOT GROUND SURVEY CONTOUR
100

WELL ISOLATION

WASTEWATER ISOLATION

1-FOOT LIDAR CONTOUR
(OBTAINED FROM VCGI DATABASE)

GRAVITY SEWER (PROPOSED)S S

TREE LINE

PROPOSED LIMITS OF CLEARING

tel UNDERGROUND TELEPHONE LINE

DITCHLINEdl dl

U.S. ROUTE
  7

CHURCH HILL ROAD

TAVERN RD.

VT
 G

RI
D

MUTTON HILL RD.

REVISED PROPOSED LOCATION OF REPLACEMENT GSF MODULES.10-16-2020 CS

AutoCAD SHX Text
S

AutoCAD SHX Text
416

AutoCAD SHX Text
417

AutoCAD SHX Text
418

AutoCAD SHX Text
419

AutoCAD SHX Text
421

AutoCAD SHX Text
422

AutoCAD SHX Text
423

AutoCAD SHX Text
424

AutoCAD SHX Text
426

AutoCAD SHX Text
427

AutoCAD SHX Text
428

AutoCAD SHX Text
429

AutoCAD SHX Text
431

AutoCAD SHX Text
432

AutoCAD SHX Text
414

AutoCAD SHX Text
413

AutoCAD SHX Text
412

AutoCAD SHX Text
411

AutoCAD SHX Text
409

AutoCAD SHX Text
408

AutoCAD SHX Text
407

AutoCAD SHX Text
406

AutoCAD SHX Text
409

AutoCAD SHX Text
408

AutoCAD SHX Text
407

AutoCAD SHX Text
406

AutoCAD SHX Text
415

AutoCAD SHX Text
420

AutoCAD SHX Text
425

AutoCAD SHX Text
430

AutoCAD SHX Text
410

AutoCAD SHX Text
405

AutoCAD SHX Text
412

AutoCAD SHX Text
413

AutoCAD SHX Text
414

AutoCAD SHX Text
415

AutoCAD SHX Text
416

AutoCAD SHX Text
417

AutoCAD SHX Text
418

AutoCAD SHX Text
419

AutoCAD SHX Text
420

AutoCAD SHX Text
421

AutoCAD SHX Text
422

AutoCAD SHX Text
423

AutoCAD SHX Text
424

AutoCAD SHX Text
411

AutoCAD SHX Text
410

AutoCAD SHX Text
405

AutoCAD SHX Text
420

AutoCAD SHX Text
415

AutoCAD SHX Text
410

AutoCAD SHX Text
405

AutoCAD SHX Text
410

AutoCAD SHX Text
400

AutoCAD SHX Text
415

AutoCAD SHX Text
425

AutoCAD SHX Text
430

AutoCAD SHX Text
435

AutoCAD SHX Text
GRAPHIC SCALE 	1 INCH = 30 FEET1 INCH = 30 FEET

AutoCAD SHX Text
30

AutoCAD SHX Text
22.5

AutoCAD SHX Text
15

AutoCAD SHX Text
7.5

AutoCAD SHX Text
0

AutoCAD SHX Text
15

AutoCAD SHX Text
30

AutoCAD SHX Text
60

AutoCAD SHX Text
90

AutoCAD SHX Text
0

AutoCAD SHX Text
200

AutoCAD SHX Text
GRAPHIC SCALE 	1 INCH = 200 FEET1 INCH = 200 FEET

AutoCAD SHX Text
100

AutoCAD SHX Text
400

AutoCAD SHX Text
600

AutoCAD SHX Text
50

AutoCAD SHX Text
100

AutoCAD SHX Text
150

AutoCAD SHX Text
200

AutoCAD SHX Text
 1403.  PROJECT PERIMETER LINES ARE BASED ON COLCHESTER TAX MAPS SHOWN 


	Sheets and Views
	S-1


