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SCALE: 1-INCH = 2-FEET
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ELJEN B43 GEOTEXTILE SAND FILTER (GSF)

ABSORPTION TRENCH SECTION

Bottom of
Trench = 418.4'

6-Inches of State of Vermont

Approved Type 2 Mound Sand

(See Sand Specifications Below)

Existing 7.5%

Average Slope

4" Dia. Perforated PVC Lateral

(Level, Invert Elev.= 419.8')

Min. 6" to Max. 18" Suitable Cover Material Over the Distribution Lateral

Pipes (Use a Native Soil Fill that is Clean, Porous and Devoid of Large

Rocks.  The Top 2" Shall Be Good Quality Topsoil Seeded and Mulched)

Finish Grade

Geotextile Fabric

Eljen B43 Module (Typ.,

See Detail Above)

Bottom of
Trench = 417.9'

Existing
Trench

7"

6"

7"

6"

12-18"

Suitable

Cover

4" Dia. Perforated PVC Lateral

(Level, Invert Elev.= 419.3')

Geotextile Fabric

6-Inches of State of Vermont

Approved Mound Sand (See

Sand Specifications Below)

MAX.

24"

MAX.

24"

12-18"

Suitable

Cover

Existing 4 Foot Wide Absoprtion Trench

(See Note #10 Below and Note #12 on

Drawing S-1)

Area of Potential

Over Excavation

Area of Potential

Over Excavation

Provide 4' Between

Module Trenches

37'

PROVIDE 4 FEET BETWEEN

MODULE TRENCHES

5-HOLE ROUND DISTRIBUTION BOX

(INLET INV. SEE DETAIL BELOW)

4" DIA. SDR 25 SOLID PVC PIPE

(CONTRACTOR TO PROVIDE

FITTINGS AS NECESSARY

4" DIA. SDR 35 SOLID PVC PIPE

 (MIN. SLOPE= 0.01 FEET/FOOT)

36' (TYPICAL OF TWO)0.5' (TYP.)

4" END CAP

(SOLVENT

WELDED)

ELJEN B43 MODULE

(TYPICAL OF 18,

SEE DETAIL OPPOSITE)

EDGE OF

SAND TRENCH

0.5' (TYP.)

4'

(TYP.)

ELJEN B43 GEOTEXTILE SAND FILTER (GSF)

ABSORPTION TRENCH PLAN VIEW DETAIL

SCALE: 1-INCH = 5-FEET

AREA OF POTENTIAL

OVER EXCAVATION

AREA OF POTENTIAL

OVER EXCAVATION
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Hinesburg, VT 05461
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DRAWING NO.

WASTEWATER SYSTEM

DETAILS AND NOTES

FINAL STATE REVIEWPRELIMINARY DRAFT

THESE PLANS WITH LATEST REVISIONS SHOULD ONLY BE USED FOR

THE PURPOSE SHOWN BELOW:

REVISIONS

DESCRIPTIONDATE BY

PROJECT NO.

20308

SCALE:

AS NOTED

SURVEY:
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CHECKED:
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SIGNATURE:
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JASON S. BARNARD

NO. 126179

NOTES:

1. SEPTIC TANK SHALL BE SET LEVEL ON A MINIMUM OF SIX INCHES OF COMPACTED

GRANULAR BASE.

2. AN INLET TEE BAFFLE IS REQUIRED.

3. IF WATER-PROOF BOOTED CONNECTIONS ARE NOT USED, ALL PIPE PENETRATIONS

SHALL BE SEALED WITH A "WATER PLUG" NON-SHRINK HYDRAULIC CEMENT.

4. EFFLUENT FILTER ACCESS SHALL BE COMPLETED FLUSH WITH FINISH GRADE.

1,000 GALLON TOP-SEAM

CONCRETE SEPTIC TANK

NOT TO SCALE

20" DIAMETER POLYLOK RISER

(COMPLETED FLUSH WITH FINISH GRADE)

18" DIAMETER

ACCESS WITH PLUG

POLY 1V BOOTED

CONNECTIONS

(TYP. OF 4)

MATCH TO

EXISTING

SLOPE AWAY

FROM RISER

LIQUID LEVEL

FILTER HANDLE

(CUT TO DESIRED HEIGHT)

F
IN

IS
H

G
R

A
D

E

MATCH TO

EXISTING

POLYLOK PL-250

EFFLUENT FILTER

(OR EQUAL)

GRASSED AREA

PIPE IN TRENCH DETAIL

NOT TO SCALE

UNDERGROUND METALLIC

WARNING TAPE

UNDISTURBED

NATIVE MATERIAL

2" RIGID INSULATION IS REQUIRED

WHEN COVER IS LESS THAN 4' FOR

SEWER PIPES AND LESS THAN 5.5'

FOR WATER AND FORCE MAIN PIPES

SUITABLE TRENCH

BACKFILL (TO BE

COMPACTED IN 6"

LIFTS, NO BOULDERS

OR COBBLES)

4.0 INCH DIA. SDR 35 GASKETED PVC

GRAVITY SEWER PIPE

PIPE BEDDING AND ENVELOPE

SHALL BE 3/4" CRUSHED STONE

OR MEDIUM SAND (6" UNDER

PIPE AND 6" OVER PIPE)

MINIMUM DEPTH

5.5' BELOW

EXISTING

GRADE TO THE

TOP OF PIPE

2"-4" OF GOOD QUALITY TOPSOIL,

SEEDED AND MULCHED

JASON S. BARNARD

LICENSED DESIGNER #126179

DATE:

09-22-2020

REPLACEMENT WASTEWATER DISPOSAL

SYSTEM DESIGN

MICHAEL D. HAULENBEEK

VERA SIMON - NOBES

86 TAVERN ROAD, CHARLOTTE, VERMONT

SECTION

PLAN

NOTES:

1. DISTRIBUTION BOX TO BE SET ON 6" OF GRANULAR BASE.

2. FLOW EQUALIZERS ARE REQUIRED.

3. D-BOX AND FLOW EQUALIZERS SHALL BE WATER LEVELED.

4. ALL PIPE PENETRATIONS SHALL BE SEALED WITH A "WATER PLUG" 

    NON-SHRINK HYDRAULIC CEMENT.

5. DISTRIBUTION BOX ACCESS COVER SHALL BE COMPLETED FLUSH 

    WITH FINISH GRADE.

20" Diameter Polylok Cover

20" Diameter Polylok Riser

NOT TO SCALE

OUTLET INV.

ELEV. = 418.6'

INLET INV.

ELEV. = 418.8'

2" Polystyrene

Insulation

5-OUTLET ROUND

CONCRETE DISTRIBUTION BOX

3"

5"

1'-0"

1'- 10 13/16"

20" Diameter Polylok Riser
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ACCESS RISER

EXTENSIONS TO BE

INSTALLED AS NECESSARY

WASTEWATER DISPOSAL SYSTEM

CONSTRUCTION AND MAINTENANCE NOTES

1. THE REPLACEMENT WASTEWATER DISPOSAL SYSTEM SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE STATE OF VERMONT, AGENCY OF NATURAL RESOURCES,

ENVIRONMENTAL PROTECTION RULES, CHAPTER 1, WASTEWATER SYSTEM AND

POTABLE WATER SUPPLY RULES.

2. WASTEWATER DISPOSAL SYSTEM LOCATION SHALL BE STAKED OUT BY THE DESIGNER

PRIOR TO START OF CONSTRUCTION.

3. ELJEN B43 GEOTEXTILE SAND FILTER (GSF) STATE APPROVED CONSTRUCTION

INSTRUCTIONS SHALL BE FOLLOWED DURING THE INSTALLATION OF THE REPLACEMENT

WASTEWATER DISPOSAL SYSTEM.

4. THE DESIGNER SHALL BE NOTIFIED AT LEAST 48 HOURS IN ADVANCE FOR INSPECTIONS

OF THE SEPTIC TANK, PREPARATION OF THE ABSORPTION TRENCHES PRIOR TO

PLACING THE SYSTEM SAND AND PRIOR TO FINAL COVERING OF THE WASTEWATER

SYSTEM.

5. WASTEWATER SYSTEM FINISH GRADES WILL VARY WITH NATURAL TOPOGRAPHY

PRIORITY IS TO MAINTAIN 3 ON 1 MOUND TOE SLOPES.

6. SEPTIC TANK EFFLUENT FILTER SHOULD BE REMOVED AND RINSED BACK INTO THE

SEPTIC TANK ANNUALLY.

7. THE SEPTIC TANK SHOULD BE INSPECTED ANNUALLY AND PUMPED OUT AT LEAST

EVERY THREE (3) YEARS OR AS NECESSARY TO PREVENT SOLIDS FROM CARRYING

OVER TO THE DISPOSAL SYSTEM.

8. FOLLOWING THE WASTEWATER SYSTEM INSTALLATION, FINISH GRADE SHALL BE

SEEDED AND MULCHED WITH A CONSERVATION GRASS SEED MIX.

9. WATER SOFTENER BACKWASH, SEPTIC TANK ADDITIVES, GREASE OR SANITIZERS SHALL

NOT BE INTRODUCED INTO THE WASTEWATER DISPOSAL SYSTEM.

10. DURING THE INSTALLATION OF THE REPLACEMENT GEOTEXTILE SAND FILTER (GSF)

SYSTEM, ALL EXISTING STONE WHERE THE GSF MODULES ARE BEING PLACED SHALL BE

REMOVED AND REPLACED WITH ASTM C33 SAND (TYPE 2 MOUND SAND).  DURING THE

WORK ANY MATERIAL CONTAINING A BIOMAT AND/OR BIOLOGICAL GROWTH SHALL BE

REMOVED AND REPLACED WITH C33 SAND.  CONTAMINATED MATERIAL REMOVED

DURING THE WORK IS REQUIRED TO BE DISPOSED OF AT A PERMITTED DISPOSAL

FACILITY.

4'

3'

NOT TO SCALE

ELJEN B43

MODULE DETAIL

GEOTEXTILE

FABRIC

PERFORATED

PIPE

PRIMARY

TREATMENT

ZONE

ELJEN GEOTEXTILE SAND FILTER (GSF)

SAND SPECIFICATIONS

(c) Fill Material:  The fill material with the Eljen GSF Wastewater Leaching

System shall be clean washed silica sand meeting one of the following

sieve requirements:

(2).

Sieve Number Opening (mm) Percent Passing, by Weight

3/8 9.520 100

4 4.760 95-100

8 2.380 80-100

16 1.190 50-85

30 0.590 25-60

50 0.297 5-30

100 0.149 <10

200 0.075 <5

The material must meet the specifications 2 above.  Interpolation of

analyses is not permitted.  Fill material 2 or Mound Sand 2 is ASTM

Specification C33 and is intended for manufactured material.

REVISED MOUND SYSTEM MAINTENANCE NOTE #7.10-13-2020 CS

REVISED LOCATION OF REPLACEMENT GSF MODULESON SECTION VIEW.10-16-2020 CS
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