Project: 21121.00

Stones Throw Pizza

Civil Engineering Associates, Inc.

Fixture Count Water Demand 04/26/22
INTERNATIONAL METHOD
# /Unit FIXTURE COLD HOT TOTAL Total w/#/Unit
1 Water Closet (Flush Tank) 2.2 - 2.2 2.2
2 Lavatory 0.5 0.5 0.7 1.4
1 Kitchen Sink (Restaurant) 3 3 4 4
1 Exterior Hose Bib 2 - 2 2
TOTAL WSFU 9.6
Total GPM 14.3 |
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2021 International Plumbing Code (IPC) EE3 Second Version: Dec
APPENDIX E SIZING OF WATER PIPING SYSTEM 2020

TABLE E103.3(2) LOAD VALUES ASSIGNED TO FIXTURES @

LOAD VALUES, IN WATER SUPPLY FIXTURE UNITS (wsfu)
FIXTURE OCCUPANCY TYPE OF SUPPLY CONTROL

Cold Hot Total
Bathroom group Private Flush tank 27 15 36
Bathroom group Private Flushometer valve .0 3.0 2.0
Bathtub Private Faucet 1.0 1.0 1.4
Bathtub Public Faucet 3.0 3.0 4.0
Bidet Private Faucet 15 1.5 20
Combination fixture Private Faucet 225 225 3.0
Dizshwashing machine Private Automatic — 14 1.4
Drinking fountain Offices, etc. 35" valve 0.25 — 0.25
Kitchen sink Private Faucet 1.0 1.0 1.4
Kitchen sink Hotel, restaurant Faucet 3.0 3.0 4.0
Laundry trays (1 to 3) Private Faucet 1.0 1.0 1.4
Lawvatory Private Faucet 05 0.5 0.7
Lawvatory Public Faucet 15 1.5 2.0
Service sink Offices, stc. Faucet 2.25 2.25 3.0
Shower head Public Mixing valve 3.0 3.0 4.0
Shower head Private Mixing valve 1.0 1.0 1.4
Urinal Public 17 flushometer valve 10.0 — 10.0
Urinal Public 3} " flushometer valve 5.0 — 5.0
Urinal Public Flush tank 3.0 — 3.0
Washing machine (8 Ib) Private Automatic 1.0 1.0 1.4
Washing machine (8 Ib) Public: Automatic 225 225 3.0
Washing machine (15 Ib) Public: Automatic 30 3.0 4.0
Water clozst Private Flushometer valve 6.0 — 6.0
Water closst Private Flush tank 22 — 22
Water clozet Public Flushometer valve 10.0 — 10.0
Water closet Public Flush tank 5.0 — 5.0
Water closet Public or private Flushometer tank 20 — 20

For 51: 1 inch = 25.4 mm, 1 pound = 0.454 kg.

3. For foctures not listed, loads should be assumed by comparing the focture to one listed using water in similar guantities and at similar rates. The assigned loads for foctures with both hot and
cold water supplies are given for separate hot and cold water loads and for totsl boad. The separate hot and cold water loads being three-fourths of the total load for the focture in each casze.
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TABLE E103.3{3) TABLE FOR ESTIMATING DEMAND

SUPPLY S¥ 5TEMS PREDOMINANTLY FOR FLUSH TANKS SUPPLY S¥5TEM
Load Cremand Load
[Water supply fixture units) {Gallons per minute) {Cubic feet per minute) [Water supply fixture units)

1 3.0 004104 —
2 5.0 0.0684 —
3 8.5 0. 28892 _—
2 8.0 1.06844 —_
5 9.4 1.258592 5

i 10.7 1.430378 i

¥ 11.8 1.577424 [

] 12.8 1.711104 8

5 13.7 1.831418 9
10 14.8 1.851723 10
11 15.4 2058872 1
12 18.0 2. 13888 12
13 18.5 220572 13
14 17.0 2. 27258 14
15 17.5 2.3354 15
16 18.0 250824 15
17 18.4 2.458712 17
18 18.8 2.513184 18
18 18.2 2. 500858 19
20 18.5 2820128 20
25 21.5 287412 25
20 233 2114744 30
a5 248 3.328832 a5
40 283 3.515784 a0
45 a7y 3. 702938 45
50 281 3.890088 50
80 32.0 427778 an
70 35.0 4.67338 7o
] 33.0 507284 &0
o0 41.0 548088 20
100 425 581508 100
120 480 8.41884 120
140 2.5 7.0182 140
180 57.0 7.61976 190
180 61.0 &.15448 180
200 65.0 5.6892 200
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