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Field Book:

1. Unless otherwise noted, these Drawings are intended for
preliminary planning, coordination with other disciplines or
utilities, and/or approval from the regulatory authorities. 
They are not intended as construction drawings unless noted
as such or marked approved by a regulatory authority.

2. By use of these drawings for construction of the Project,
the Owner represents that they have reviewed, approved,
and accepted the drawings, obtained all necessary permits,
and have met with all applicable parties/disciplines,
including but not limited to, the Engineer and the Architect,
to insure these plans are properly coordinated including, but
not limited to, contract documents, specifications,
owner/contractor agreements, building and mechanical
plans, private and public utilities, and other pertinent permits
for construction.

3. Owner and Architect, are responsible for final design and
location of buildings shown, including an area measured a
minimum five (5) feet around any building and coordinating
final utility connections shown on these plans.

4. Prior to using these plans for construction layout, the user
shall contact TCE to ensure the plan contains the most
current revisions.

5. These Drawings are specific to the Project and are not
transferable.  As instruments of service, these drawings, and
copies thereof, furnished by TCE are its exclusive property. 
Changes to the drawings may only be made by TCE.  If
errors or omissions are discovered, they shall be brought to
the attention of TCE immediately.

6. It is the User's responsibility to ensure this copy contains
the most current revisions.

PLANNING   ENVIRONMENTAL
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3/4"=1'

LAST REVISED 01/02/2019TRUDELL CONSULTING ENGINEERS

TYPICAL SEWER SERVICE TRENCH

24"
NOTE: PROVIDE TRENCH
DAM EVERY 100' TO
PREVENT MOVEMENT OF
GROUNDWATER

TOPSOIL, SEED, AND MULCH,
OVERFILL FOR SETTLEMENT
TOP OF SUBGRADE

INITIAL BACKFILL TO BE FREE OF
DEBRIS, STONES, ORGANIC REFUSE, OR
FROZEN SOIL.  COMPACT SOIL IN 12"
LIFTS TO 90% STANDARD PROCTOR

WHERE 4' OF COVER CANNOT  BE
MAINTAINED, COVER SEWER MAIN WITH
2" RIGID INSULATION BOARD.  USE 4"
RIGID INSULATION BOARD AT ALL ROAD,
DRIVE, SIDEWALK AND PARKING LOT
CROSSINGS.  EXTEND INSULATION
FOAM 10' BEYOND BOTH DIRECTIONS

CLASS 1 BEDDING TO TOP OF PIPE 3/4"
STONE OR CLASS 2 BEDDING COARSE
SAND & GRAVEL W/ MAXIMUM
PARTICLE SIZE OF 1 1/2"

SEWER SERVICE (SEE PLAN)
SDR 35 PVC

APPROVED BACKFILL
COMPACTED IN 12" LIFTS
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INSULATION FULL WIDTH
OF TRENCH

4"x4"x48" PRESSURE TREATED POST OR
EQUIVALENT PLASTIC MARKER EVERY 200'
AND AT ALL BENDS & VALVES
(GRASSED AREAS) PAINTED GREENEXTEND #12 GAUGE YELLOW

TRACER WIRE AND WRAP
AROUND NAIL ON POST 12"

ABOVE GRADE24"

S-013

1000 GALLON TWO COMPARTMENT SEPTIC TANK

EFFLUENT LEVEL

2'
-2

"

56
"

53
"

5'
-7

"

1'

2'-3"

NOTES:

1. THE STATE OF VERMONT REQUIRES AN EFFLUENT FILTER FOR ALL NEW SEPTIC TANK
INSTALLATIONS.

2. THE FILTER IS DESIGNED TO PROTECT AND INCREASE THE LIFE OF THE DISPOSAL FIELD.

3. EFFLUENT FILTER MUST BE CLEANED PERIODICALLY.

4. AN OPTIONAL ALARM IS AVAILABLE THAT WILL ALERT THE HOMEOWNER IN THE EVENT
THAT THE FILTER IS PLUGGED - CONTRACTOR SHALL CONSULT WITH THE OWNER ABOUT
USING AN ALARM, SUCH AS THE ZABEL SMART FILTER OR APPROVED EQUIVALENT.

5. WARNING: WITH SUCH FINE FILTRATION A SCHEDULED MAINTENANCE PROGRAM MUST
BE FOLLOWED.

6. WARNING: DO NOT PUMP SEPTIC TANK DURING SPRING HIGH GROUNDWATER TABLE
CONDITIONS.

NOTE:
IF THE TOP OF THE TANK IS GREATER
THAN 36" BELOW GRADE THE
CONTRACTOR IS TO VERIFY WITH THE
SUPPLIER ADEQUATE STRUCTURAL
STRENGTH

NOTE:
THE TANK DIMENSIONS
MAY VARY WITH SUPPLIERS.
THE CONTRACTOR SHOULD
VERIFY DIMENSIONS WITH
SUPPLIER PRIOR TO
INSTALLATION

INLET - REFER TO SITE
PLAN FOR INVERT
ELEVATION

PVC INLET TEE
FILTER CARTRIDGE

BIOTUBE EFFLUENT
FILTER

FINISH GRADE
SLOPE GROUND TO DRAIN
AWAY FROM COVERS

FILTER CARTRIDGE HANDLE
(FIELD CUT TO DESIRED HEIGHT)

VENT ORIFICE

OUTLET - REFER TO SITE PLAN FOR PIPE
SIZE, TYPE & INVERT ELEVATION

3/4" CRUSHED STONE OR  GRAVEL
FOR SUBBASE OR AS REQUIRED BY
ENGINEER IF WET AND OR
UNSTABLE CONDITIONS EXIST

UNDISTURBED SOIL

DESIGN NOTES
1. 5000 PSI CONCRETE, 28 DAY STRENGTH
2. STEEL REINFORCEMENT - 6"x6"x10 GAUGE WIRE MESH,

GRADE 60
3. EFFLUENT FILTER TO BE FIELD INSTALLED BY CONTRACTOR
4. TOP SEAM CONSTRUCTION
5. WATER TIGHT TO TOP OF CONCRETE
6. BOOTED PIPE CONNECTIONS
7. BIOTUBE FILTER MODEL - ORENCO FT0444-36 OR EQUAL
8. WEIGHTS SUBJECT TO VARIATION
9. TANK NOT DESIGNED FOR TRAFFIC

DIMENSIONS
1000 GALLON LENGTH = 8' WIDTH  = 5'-4"

LAST REVISED 08/23/2019TRUDELL CONSULTING ENGINEERS

12
"

5" TO 6"
TRANSFER
OPENING

3"x12"
VENT

3.
5"

CAST-IN REINFORCING RIB

4'
-1

.5
"

4'
-1

1.
5"

20" DIAMETER
POLYLOK RISER

20" DIAMETER
POLYLOK RISER

4" TOPSOIL OVER MINIMUM OF 8"
SELECT NATIVE SOIL OR SAND

USE SAND FILL OR SELECT NATIVE
SOIL FOR BACKFILL AGAINST TANK

  Parcel ID: M03B02L01
SPAN:138-043-11276

Sanitary Details

C8-01

10/14/2020

As Shown

20-100

ALR

ALR

JPP

 

Rice
15 Dorset Street

Charlotte, VT

1 12/14/2020 ALRRevise Mound Cross Section

3/4" = 1'-0"

LAST REVISED 01/02/2019TRUDELL CONSULTING ENGINEERS

TYPICAL FORCE MAIN TRENCH

4" TOPSOIL (LOAM) SEED AND MULCH,
AND OVERFILL FOR SETTLEMENT

GRADE AT 2:1 SLOPE WHEN DEPTH EXCEEDS 5'

BACKFILL FREE OF ORGANIC OR FROZEN
MATERIAL. COMPACTED TO 95% DENSITY
STANDARD PROCTOR UNDER ROADS OR PAVED
SURFACES, AND 90% DENSITY ELSEWHERE

INITIAL 12" OF SELECT BACKFILL FREE OF
ORGANIC OR FROZEN MATERIAL COMPACTED TO
95% DENSITY STANDARD PROCTOR

D + 24"

FOR GRASSED
AREAS

FOR PAVED
SURFACES

NOTES:
1. INSTALL FORCE MAIN AT A CONSTANT GRADE TO

DRAIN BACK TO PUMP STATION.
2. IF FORCE MAIN HAS LESS THAN 4' OF COVER IN

PAVED AREAS, INSTALL TWO LAYERS OF
INSULATION ON TOP AND SIDES AND ONE LAYER
BELOW PIPE.

3. INSTALL TO STRICTEST INTERPRETATION OF
REQUIREMENTS.
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SDR 21 FORCE MAIN SEE SITE PLAN FOR SIZE & TYPE.
INSTALL TO MANUFACTURER'S REQUIREMENTS.

SAND BED OR 1-1/2" CRUSHED STONE

WHERE MINIMUM COVER CANNOT BE MAINTAINED
COVER SEWER MAIN WITH 2" RIGID INSULATION.
PLACE INSULATION AT ALL ROAD, DRIVE AND
SIDEWALK CROSSINGS. EXTEND INSULATION 10'
BEYOND CROSSINGS IN BOTH DIRECTIONS.

INSULATION SHALL BE FULL
WIDTH OF TRENCH

S-002

CONTINUOUS #12 GAUGE YELLOW TRACER WIRE WITH
UV RESISTANT PE JACKET SUITABLE FOR DIRECT BURIAL
TAPED TO TOP OF FORCEMAIN AT 6' INTERVALS.

6"

1/2" = 1'-0"1000 GALLON PUMP STATION
WITH POLYLOK RISER / COVER

CONFIRM FIELD CONDITIONS MATCH DESIGN BRIEF PRIOR TO ORDERING. THE CONTRACTOR AND SUPPLIER SHALL COORDINATE THE POWER
REQUIREMENTS PRIOR TO ORDERING AND DELIVERY.

NOTES:
A)THE TOP OF THIS SEAMLESS TANK  SHALL BE NO
DEEPER THAN 3 FEET BELOW FINISH GRADE. IF THE TANK
IS DEEPER THAN 3 FEET THE CONTRACTOR SHOULD
COORDINATE WITH RESPECTIVE SUPPLIERS TO SELECT A
SIMILAR TANK THAT CAN BE BURIED DEEPER.
B)ENSURE TANK IS WATER TIGHT.
C)FILL TANK WITH WATER AND CONSIDER ANTI
BUOYANCY MEASURES IF FLOTATION IS A CONCERN.
DO NOT PUMP OUT TANK WHEN WATER TABLE IS HIGH.
D)ELECTRICAL SHALL MEET APPLICABLE CODE
REQUIREMENTS.
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ELECTRICAL CONDUIT
TO POWER SOURCE

(DETERMINED BY OWNER
AND CONTRACTOR)

3" VENT WITH ODOR CONTROL ORENCO SYSTEMS
CF3 OR EQUAL. IF ODOR BECOMES AN ISSUE LOOK
FOR ALTERNATIVE VENT LOCATION (ROOF, UP A TREE,
ETC)

1,000 GALLON PRECAST CONCRETE SEAMLESS
PUMP STATION, 5'4" x 8'-0" (O.D.)

PRESS SEAL
GASKET (PSX)

NEMA 4X JUNCTION BOX

ALL FITTINGS SCH. 80 PVC ENGINEER
MUST APPROVE  ANY SUBSTITUTIONS

CAUTION THIS IS A CONFINED
SPACE DO NOT ENTER WITHOUT
FOLLOWING OSHA CONFINED
SPACE ACCESS REGULATIONS

INLET PVC FROM
SEPTIC TANK

24" DIA. POLYLOK RISER / COVER

3/4" CRUSHED
STONE BASE

TRUDELL CONSULTING ENGINEERS LAST REVISED 09/03/2019 S-030

5"

8"

12
"

4" 24
"

MONOLITHIC PUMP
BASE 25.5"x24.5"

ALIGNED WITH COVER

ALARM

ON

OFF

FLOAT TREE

WEEP HOLE

S-016LAST REVISED 09/28/2018TRUDELL CONSULTING ENGINEERS

MOUND FLUSHING VALVE DETAIL
NOTE: FITTINGS TO
BE SOLVENT WELD

TOPSOIL

UNION

2" SCH 40 PVC
TRUE UNION BALL
VALVE (N.C.)

2"  SCH 40 90° ELBOW

1" = 1'

NATIVE BACKFILL

FINISHED GRADE

2" COUPLING

ADAPT TO 2" SCH 40 PVC SEE SITE
PLAN FOR SIZE OF  LATERALS

NDS PRO SERIES PLUS 14"x19"
BOX, OVERLAPPING COVER,
ICV GREEN, MODEL 314BC OR
EQUAL

2" SCH 40 90° SWEEP ELBOW

LEACH STONE

MIRAFI 140N
FILTER FABRIC

(OR EQUAL)

S-017LAST REVISED 01/02/2019TRUDELL CONSULTING ENGINEERS

DISTRIBUTION RISER FOR 2" FORCEMAIN 3/4"=1'-0"

4"

42"

24"

2" SCH 40 PVC TEE

2" x 4' x 4' RIGID
INSULATION OVER  THE
DISTRIBUTION RISER(S)

FINISH GRADE,
SEE SITE PLAN

2" SCH 40 PVC RISER

2" ELBOW

2" SDR 21 PVC
REFER TO SITE
PLAN FOR TYPE

CONCRETE THRUST BLOCKS

8"

2"
2"

12"
MIRAFI 140N FILTER FABRIC
(OR EQUAL)

2" PVC CHECK VALVE

2" RUBBER BOOT
GOULDS WS05B/BF SERIES PUMP

IMPORTANT NOTE TO CONTRACTOR: JUNCTION BOX AND PUMP
DISCONNECT TRUE UNION BALL VALVE BOTH SHALL BE
ACCESSIBLE FROM THE GROUND SURFACE WITHOUT CONFINED
SPACE ENTRY. IF A PERSON CANNOT LAY ON THE GROUND AND
REACH BOTH THE JUNCTION BOX AND MANIFOLD, THE
CONTRACTOR WILL BE RESPONSIBLE FOR RAISING BOTH. THE
JUNCTION BOX SHOULD PENETRATE THE TOP RISER. THE BALL
VALVE SHALL EXTEND INTO THE MIDDLE RISER. CONSULT WITH THE
ENGINEER WITH ANY QUESTIONS.

2" PVC TRUE UNION BALL VALVE
2" PVC 90° ELBOW

SN-009LAST REVISED 01/14/2020TRUDELL CONSULTING ENGINEERS

PRESSURIZED MOUND CONSTRUCTION SPECIFICATIONS

1. CONTACT THE DESIGN ENGINEER PRIOR TO CONSTRUCTION FOR AN ON-SITE
MEETING WITH THE CONTRACTOR TO DISCUSS THE CONSTRUCTION AND TO
STAKE OUT THE SITE WITH THE PROPER ORIENTATION OF THE SYSTEM ACCORDING
TO THE APPROVED PLAN.

2. ABOVE GROUND VEGETATION SHALL BE CLOSELY CUT AND REMOVED FROM
THE GROUND SURFACE THROUGHOUT THE AREA TO BE UTILIZED FOR THE
PLACEMENT OF THE FILL MATERIAL. LEAVE TREE STUMPS IN PLACE. PRIOR TO
PLOWING, THE DISCHARGE LINE FROM THE PUMP CHAMBER TO THE POINT OF
CONNECTION WITH THE  DISTRIBUTION PIPING HEADER SHALL BE INSTALLED.

3. THE DISPOSAL AREA SHALL THEN BE PLOWED TO A DEPTH OF 7 TO 8 INCHES
PARALLEL TO THE LAND CONTOUR PLOWING THE SOIL UP SLOPE TO PROVIDE A
PROPER INTERFACE BETWEEN THE FILL AND THE NATURAL SOILS. ONCE PLOWING
OF THE ENTIRE MOUND AREA IS COMPLETED, THE AREA SHALL BE FENCED TO
PREVENT VEHICLES AND EQUIPMENT FROM ENTERING THE PLOWED AREA.

4. UPON COMPLETION OF PLOWING, THE CONTRACTOR SHALL CONTACT THE
DESIGN ENGINEER FOR AN OBSERVATION OF THE DISPOSAL AREA PRIOR TO THE
PLACEMENT OF SAND FILL. SUBMIT A SIEVE REPORT OF THE SAND FILL TO THE
ENGINEER PRIOR TO PLACEMENT OF THE SAND FILL.

5. PLACE THE ENGINEER APPROVED SAND FILL AROUND THE EDGE OF THE PLOWED
AREA KEEPING THE WHEELS OF THE DUMP TRUCK FROM PLOWED AREA. WHEEL
TRACKS IN THE AREA WILL LEAD TO COMPACTION. THE EFFLUENT WILL FLOW
WITHIN THE RUTS AND SEEP FROM THE MOUND.

6. USING A CRAWLER TRACTOR WITH A BLADE, MOVE THE SAND INTO PLACE.  KEEP
AT LEAST 6 INCHES OF SAND UNDER THE TRACKS TO MINIMIZE COMPACTION OF
THE PLOWED SURFACE. SHAPE THE SIDES TO THE REQUIRED SLOPES AS SHOWN
ON THE SITE PLAN.

7. WITH THE BLADE OF THE CRAWLER, FORM THE TRENCH BY MOVING ALONG ITS
LENGTH. MAKE SURE THE BOTTOM OF THE TRENCH IS LEVEL.

8. PRIOR TO THE PLACEMENT OF STONE IN THE TRENCH THE STONE SHALL BE
WASHED FREE OF ALL STONE DUST OR SEDIMENT. THE CONTRACTOR WILL BE
RESPONSIBLE FOR THE WASHING OF THE STONE. CONTACT THE DESIGN ENGINEER
TO APPROVE THE CLEANLINESS OF THE WASHED STONE PRIOR TO PLACEMENT.

9. UPON THE ENGINEER'S ACCEPTANCE OF STONE CLEANLINESS, USE A BUCKET ON
THE CRAWLER TO PLACE THE STONE IN THE TRENCH. LEVEL THE STONE TO THE
ELEVATION NOTED ON THE DETAILS.

10. THE PRESSURE DISTRIBUTION PIPE SHALL BE PLACED ON THE STONE AND ORIFICES
DRILLED AS SHOWN IN THE DETAIL.

11. THE CONTRACTOR SHALL HAVE THE PUMP STATION FILLED WITH CLEAN WATER,
SHALL HAVE ADEQUATE POWER TO SUPPLY TO THE DISCHARGE PUMP, AND
PERFORM A PRELIMINARY SQUIRT TEST TO CHECK THE DISTRIBUTION NETWORK.

12.CONTACT THE DESIGN ENGINEER TO OBSERVE THE DISTRIBUTING PIPING AND
OBSERVE THE SQUIRT TEST. UPON ENGINEER'S ACCEPTANCE OF EQUAL
DISTRIBUTION, END THE TEST AND FINISH DISTRIBUTION NETWORK BY PLACING
ORIFICE SHIELDS ON THE ORIFICES.

13.COVER BY PLACING 2 INCHES OF STONE OVER THE DISTRIBUTION PIPE.

14.PLACE ONE LAYER OF FILTER FABRIC OVER THE STONE. THE ENTIRE MOUND SHALL
BE COVERED WITH A MINIMUM OF 12 INCHES OF TOPSOIL  SHAPING THE MOUND
SURFACE AS SHOWN ON THE PLAN, DIRECTING SURFACE RUNOFF TOWARDS THE
TOES OF THE SYSTEM (PREVENTING PONDING ON SYSTEM).

16. STABILIZE ALL SIDE SLOPES OF THE MOUND WITH NORTH AMERICAN GREEN
S150BN FROM THE CREST TO THE TOE OF THE SYSTEM.

15.LANDSCAPE THE MOUND BY PLANTING GRASSES ON THE SURFACE. A MIXTURE
OF 90 PERCENT BIRDSFOOT TREFOIL AND 10 PERCENT TIMOTHY MAY BE
DESIRABLE IF THE MOUND WILL NOT BE MANICURED. IF MANICURING IS DESIRED,
A COMBINATION OF 60 PERCENT BLUEGRASS, 30 PERCENT CREEPING RED
FESCUE AND 10 PERCENT ANNUAL RYE GRASS MAY BE  THE DESIRED VEGETATIVE
COVER. SHRUBS PLACED ALONG THE SIDE SLOPES AND TOE ARE
RECOMMENDED. DO NOT PLACE SHRUBS OR TREES DIRECTLY ON TOP OF THE
MOUND AS ROOTS WILL INTERFERE WITH THE DISTRIBUTION SYSTEM.

16.UPON COMPLETION OF CONSTRUCTION, CONTACT THE DESIGN ENGINEER. IF
THE SEPTIC SYSTEM CONSTRUCTION IS SATISFACTORY, THE DESIGN ENGINEER
WILL PROVIDE WRITTEN CERTIFICATION THAT THE CONSTRUCTION WAS DONE IN
GENERAL ACCORDANCE WITH THE APPROVED PLANS. THIS CERTIFICATION WILL
BE SPECIFIC TO THE AMOUNT OF OBSERVATIONS PERFORMED BY THE ENGINEER
AND WILL IN NO WAY RELIEVE THE  CONTRACTOR OF THEIR WARRANTY
OBLIGATIONS.

17. THE CONTRACTOR SHALL CERTIFY THE SYSTEM BUILT WAS AND TESTED IN
ACCORDANCE WITH THE APPROVED PLANS AND PERMIT CONDITIONS. SEE
DETAIL OF CONTRACTOR'S CERTIFICATION. THIS WILL NOT RELIEVE THE
CONTRACTOR OF CUSTOMARY GUARANTEE AND WARRANTY OBLIGATIONS.

6"

2"

SN-004LAST REVISED 08/27/2019TRUDELL CONSULTING ENGINEERS

MOUND DISPOSAL FIELD  O&M

1. THIS SITE DOES NOT MEET THE MINIMUM REQUIREMENTS FOR A CONVENTIONAL SANITARY DISPOSAL
SYSTEM.  THE DESIGN OF A MOUND TYPE DISPOSAL SYSTEM WILL BRING THE SITE INTO
CONFORMANCE WITH THE MINIMUM REQUIREMENTS.

2. THE ENGINEER HAS DETERMINED A LOCATION FOR SANITARY DISPOSAL ON THE PROPERTY, BASED ON
SITE INVESTIGATION AND SOIL TESTS.  THE REQUIRED DISPOSAL AREA AND SYSTEM DESIGN WERE
DETERMINED BY CODE REQUIREMENTS AND SUBMITTED TO APPROVING AUTHORITIES.  UPON
APPROVAL, THE OWNER ASSUMES RESPONSIBILITY FOR PROPER CONSTRUCTION AND CONTINUED
OPERATION OF THE SYSTEM.

3. THE OWNER IS RESPONSIBLE FOR OPERATING THE DISPOSAL SYSTEM IN A MANNER WHICH WILL
PROTECT THE PUBLIC HEALTH AND PREVENT POLLUTION.

4. NEW DISPOSAL SYSTEMS REQUIRE ADJUSTMENTS OR MODIFICATIONS DURING START UP,  AND DURING
THE LIFE OF THE SYSTEM.  THESE ADJUSTMENTS INCLUDE LEVELING THE SEPTIC TANK, PUMP STATION OR
SIPHON, DUE TO SETTLEMENT OR FROST ACTION.  FILL MAY BE ADDED TO REPAIR EROSION OR LEVEL
SETTLED AREAS.

5. ON SITE SANITARY DISPOSAL SYSTEMS REQUIRE REGULAR INSPECTION AND MAINTENANCE.  THE
SEPTIC TANK, BIO-FILTER AND PUMP STATION OR SIPHON CHAMBER, IF APPLICABLE, SHOULD BE
INSPECTED ANNUALLY AND PUMPED OUT AND CLEANED EVERY 3 YEARS. THE PLUMBING AND
ELECTRICAL SYSTEMS, IF APPLICABLE, SHOULD BE CHECKED FOR PROPER OPERATION AND LEAKS.

6. THE LIFE OF THE DISPOSAL SYSTEM CAN BE AFFECTED BY A VARIETY OF OPERATIONAL AND
ENVIRONMENTAL FACTORS THAT ARE BEYOND THE CONTROL OF TRUDELL CONSULTING ENGINEERS.
THE PRESENCE OF EXCESS GROUNDWATER, RAINWATER, INTRODUCTION OF MATERIAL OTHER THAN
HUMAN WASTES, (INCLUDING BUT NOT LIMITED TO, BACKWASH FROM WATER  SOFTENERS, POOLS,
SPA'S, AND/OR SIMILAR EQUIPMENT), OR EXCESSIVE SEWAGE FLOWS WILL ADVERSELY AFFECT
OPERATION OF ANY DISPOSAL SYSTEM.  SOIL SETTLEMENT, FREEZING OF COMPONENTS, AND
CLOGGING DUE TO ORGANIC SOLIDS ACCUMULATION WILL REQUIRE REPAIRS.

7. THE OWNER IS RESPONSIBLE FOR COMPLIANCE WITH STATE AND LOCAL OPERATION AND
MAINTENANCE REQUIREMENTS.  THE ENGINEER AND CONTRACTOR ASSUMES NO RESPONSIBILITY
FOR  THE IMPROPER USE AND/OR MAINTENANCE OF THE SYSTEM.

8. WARNING: WITH SUCH FINE FILTRATION (SEPTIC TANK EFFLUENT FILTER) A SCHEDULED MAINTENANCE
PROGRAM MUST BE FOLLOWED.

9. THE OWNER IS RESPONSIBLE FOR ALL STATE AND LOCAL PERMITS AND REQUIRED CONDITIONS OF
SAID PERMITS.  THIS MAY INCLUDE  ANNUAL INSPECTIONS AND REPORTING, CHECK PERMIT
CONDITIONS FOR COMPLIANCE.  THE OWNER IS ALSO RESPONSIBLE FOR RECORDING PERMITS IN THE
TOWN LAND RECORDS OFFICE.  IF CONSTRUCTION DOESN'T OCCUR IN THE TIME FRAMES ESTABLISHED
BY SAID PERMITS THEN THE OWNER IS RESPONSIBLE FOR REVISING DESIGN PLANS AS NEEDED AND
RE-PERMITTING.  IF CHANGES IN THE REGULATIONS OCCUR ONCE THE PERMITS HAVE EXPIRED,
TRUDELL CONSULTING ENGINEERS DOES NOT OFFER ANY GUARANTEES THAT THE PERMIT WILL BE
RE-ISSUED.  CHANGING REQUIREMENT MAY PREVENT COMPLIANCE AND CAUSE CERTAIN PROPERTIES
TO BE UN-DEVELOPABLE.
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98.2

S-031TRUDELL CONSULTING ENGINEERS

TRENCH MOUND SYSTEM

SLOPE  = 27%

MOUND SAND FILL SPECIFICATIONS
(SUBMIT SIEVE ANALYSIS TO ENGINEER)

MONITOR TUBE

IMPORTANT NOTES:
1. SPECIAL CARE MUST BE TAKEN TO PROVIDE

WASHED STONE. STONE WITH SEDIMENT OR
FINE STONE DUST WILL BE REJECTED.
CONTRACTOR SHOULD PLAN ON WASHING
STONE PRIOR TO INSTALLATION.

2. REFER TO MOUND SPECIFICATIONS FOR
CONSTRUCTION PROCEDURES &
SPECIFICATIONS.

3. REFER TO OPERATION & MAINTENANCE NOTES
FOR PROPER USE.

4' (TYP.)
4' (TYP.)

30
"

TOE

1. SIEVE NO. PERCENT PASSING
3/8 85-100
40 25-75
60 0-30
100 0-10
200 0-5

2. SIEVE NO. PERCENT PASSING
4 95-100
8 80-100
16 50-85
30 25-60
50 10-30
100 2-10

3. SIEVE NO. PERCENT PASSING
3/8 85-100
40 30-50
200 0-5

4" PERFORATED SDR 35 PVC MONITORING
TUBE WITH CARSON MODEL #608-12 WITH

COVER (ONE PER TRENCH)

APPROVED MOUND SAND

2" PVC SCH 40 LATERAL

APPROVED 3/4" TO 1 1/2" HARD WASHED
STONE (MUST BE FREE OF DUST AND SILT)

ONE LAYER FILTER FABRIC OVER
STONE (MIRAFI 140N OR EQUAL)

4" TOPSOIL OVER 8" OF NATIVE SOIL, SEED
& MULCH, DIVERT SURFACE RUNOFF

FINISHED GRADE

MONITOR TUBE (TYP.)

2"

12
"

1/4" = 1'

97.5

99.7
UPWARD FACING ORIFICE

WITH ORIFICE SHIELD
(TYPICAL)

FROM PUMP STATION

MONITOR PORT, TYP.

60'

56'

S-065TRUDELL CONSULTING ENGINEERS

FLUSHING PORT
(TYPICAL)

FORCEMAIN FROM PUMP STATION,
2" SDR 21

NOTES:
LATERAL LENGTH: 56' AS MEASURED FROM END ORIFICE TO END ORIFICE
TRENCH LENGTH: 60' AS MEASURED FROM END OF STONE TO END OF STONE
MANIFOLD: CENTER MANIFOLD 16' IN LENGTH
ORIFICES: DRILL 7/32" DIA. ORIFICES

SPACED 4'-8" ON CENTER BEGINNING AT CENTER MANIFOLD
13 PER LATER
39 TOTAL

TYPICAL PRESSURIZED DISTRIBUTION LATERALS

4'

20'

8' O
.C

.

4'-8"

2'

2'

4'

2" PRESSURIZED DISTRIBUTION
LATERAL
(TYPICAL)

8' O
.C

.

TOE

2:1 SLOPES ON TOE OF SYSTEM,
STABILIZE WITH NORTH AMERICAN
GREEN S150BN

4'-8"

4'-8"

DRILL ONE ORIFICE PER
LATERAL FACING DOWN

ORIFICE SPACING

EQUALIZATION BALL VALVES ON THE LOWER TWO
LATERALS AS SHOWN, THE HIGHEST LATERAL DOES
NOT NEED FLOW EQ. BALL VALVES.
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