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2" Dia. Perforated

PVC Lateral (Level,

Invert Elev.= 330.5')

Mirafi 140N Filter

Fabric or equivalent

NOTES:

1. DISTRIBUTION LATERAL PIPE PERFORATIONS SHALL BE ORIENTATED SO THAT THE

HOLES ARE AT 5 O'CLOCK AND 7 O'CLOCK WITH THE PIPE INVERT AT 6 O'CLOCK.

2. SUITABLE COVER MATERIAL SHALL BE FINE SANDY LOAM WITH 2" OF GOOD

QUALITY TOPSOIL.  CLAY SHALL NOT BE USED AS A COVER MATERIAL.

Finish Grade

Max. 12" of Suitable Cover

Material (See Note #2 Below)
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Durable Washed  Stone

(NO LIMESTONE)

State of Vermont Approved

Mound Sand (See Sand

Specifications Below)

3
6
"
 
M

a
x
.

12"
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Bottom of

Sand = 327.5'

Bottom of Stone

Trench = 329.5'

2" Dia. Perforated

PVC Lateral (Level,

Invert Elev.= 330.0')

Mirafi 140N Filter

Fabric or equivalent
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Mirafi 140N Filter

Fabric or equivalent
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PVC Lateral (Level,

Invert Elev.= 328.5')

Mirafi 140N Filter

Fabric or equivalent
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Sand = 325.5'
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Grade

SCALE: 1-INCH = 5-FEET

LOT 3 PRESSURIZED IN-GROUND WINDOWED

WASTEWATER DISPOSAL SYSTEM SECTION VIEW DETAIL

12-Inches of 3/4" to 1-1/2"

Durable Washed  Stone

(NO LIMESTONE)

State of Vermont Approved

Mound Sand (See Sand

Specifications Below)

12-Inches of 3/4" to 1-1/2"

Durable Washed  Stone

(NO LIMESTONE)

State of Vermont Approved

Mound Sand (See Sand

Specifications Below)
12-Inches of 3/4" to 1-1/2"

Durable Washed  Stone

(NO LIMESTONE)

State of Vermont Approved

Mound Sand (See Sand

Specifications Below)

Max. 12" of Suitable Cover

Material (See Note #2 Below)

Max. 12" of Suitable Cover

Material (See Note #2 Below)

Max. 12" of Suitable Cover

Material (See Note #2 Below)

Finish Grade

Finish Grade

Finish Grade

10"

10"

10"

12"

12"

12"

12"

0+00 0+02 0+04 0+06 0+08 0+10 0+12 0+14 0+16 0+18 0+20 0+22 0+24 0+26 0+28 0+30
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C'

0+32 0+34 0+36 0+38 0+40 0+42 0+44

336

338

2" Dia. Perforated

PVC Lateral (Level,

Invert Elev.= 334.5')

Mirafi 140N Filter

Fabric or equivalent

NOTES:

1. DISTRIBUTION LATERAL PIPE PERFORATIONS SHALL BE ORIENTATED SO THAT THE

HOLES ARE AT 5 O'CLOCK AND 7 O'CLOCK WITH THE PIPE INVERT AT 6 O'CLOCK.

2. SUITABLE COVER MATERIAL SHALL BE FINE SANDY LOAM WITH 2" OF GOOD

QUALITY TOPSOIL.  CLAY SHALL NOT BE USED AS A COVER MATERIAL.

Finish Grade

Max. 12" of Suitable Cover

Material (See Note #2 Below)
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Durable Washed  Stone
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Mound Sand (See Sand

Specifications Opposite)
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Sand = 331.5'
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Invert Elev.= 334.2')

Mirafi 140N Filter

Fabric or equivalent
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Invert Elev.= 333.0')

Mirafi 140N Filter

Fabric or equivalent
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Sand = 330.0'
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2" Dia. Perforated

PVC Lateral (Level,

Invert Elev.= 332.0')

Mirafi 140N Filter

Fabric or equivalent
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Bottom of

Sand = 329.0'

Bottom of Stone
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Grade

SCALE: 1-INCH = 5-FEET

LOT 4 PRESSURIZED IN-GROUND WINDOWED

WASTEWATER DISPOSAL SYSTEM SECTION VIEW DETAIL

12-Inches of 3/4" to 1-1/2"

Durable Washed  Stone

(NO LIMESTONE)

State of Vermont Approved

Mound Sand (See Sand

Specifications Opposite)

12-Inches of 3/4" to 1-1/2"

Durable Washed  Stone

(NO LIMESTONE)

State of Vermont Approved

Mound Sand (See Sand

Specifications Opposite)

12-Inches of 3/4" to 1-1/2"

Durable Washed  Stone

(NO LIMESTONE)

State of Vermont Approved

Mound Sand (See Sand

SpecificationsOpposite)

Max. 12" of Suitable Cover

Material (See Note #2 Below)

Max. 12" of Suitable Cover

Material (See Note #2 Below)

Max. 12" of Suitable Cover

Material (See Note #2 Below)

Finish Grade

Finish Grade

Finish Grade

10"

10"

10"

12"

12"

12"

12"
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Hinesburg, VT 05461
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DRAWING NO.

FINAL STATE REVIEWPRELIMINARY DRAFT

THESE PLANS WITH LATEST REVISIONS SHOULD ONLY BE USED FOR

THE PURPOSE SHOWN BELOW:

REVISIONS

DESCRIPTIONDATE BY

SIGNATURE:

WASTEWATER DISPOSAL SYSTEM

CONSTRUCTION AND MAINTENANCE NOTES

1. THE WASTEWATER DISPOSAL SYSTEM SHALL BE CONSTRUCTED IN

ACCORDANCE WITH THE STATE OF VERMONT, AGENCY OF

NATURAL RESOURCES, ENVIRONMENTAL PROTECTION RULES,

CHAPTER 1, WASTEWATER SYSTEM AND POTABLE WATER SUPPLY

RULES.

2. THE WASTEWATER DISPOSAL SYSTEM LOCATION SHALL BE STAKED

OUT BY THE DESIGNER PRIOR TO START OF CONSTRUCTION.

3. THE ATTACHED MOUND SYSTEM CONSTRUCTION INSTRUCTIONS

SHALL BE FOLLOWED DURING THE INSTALLATION OF THE

REPLACEMENT MOUND-TYPE WASTEWATER SYSTEM.

4. THE DESIGNER SHALL BE NOTIFIED AT LEAST 48 HOURS IN

ADVANCE FOR INSPECTIONS OF THE GREASE TRAP TANK, SEPTIC

TANK, PUMP STATION, PLOWED LAYER, AND PLACEMENT OF THE

MOUND SAND.

5. THE DESIGNER SHALL BE NOTIFIED AT LEAST 48 HOURS IN

ADVANCE FOR A PRESSURE TEST OF THE MOUND SYSTEM

PRESSURE DISTRIBUTION NETWORK.

6. WASTEWATER SYSTEM FINISH GRADES WILL VARY WITH NATURAL

TOPOGRAPHY PRIORITY IS TO MAINTAIN 3 ON 1 MOUND TOE

SLOPES.

7. THE SEPTIC TANK EFFLUENT FILTER SHOULD BE REMOVED AND

RINSED BACK INTO THE SEPTIC TANK ANNUALLY.

8. THE  SEPTIC TANK AND PUMP STATION SHOULD BE INSPECTED

ANNUALLY AND PUMPED OUT EVERY 3 YEARS.

9. FOLLOWING THE MOUND WASTEWATER SYSTEM INSTALLATION,

FINISH GRADE SHALL BE SEEDED AND MULCHED WITH A

CONSERVATION GRASS SEED MIX.

10. WATER SOFTENER BACKWASH, SEPTIC TANK ADDITIVES OR

SANITIZERS SHALL NOT BE INTRODUCED INTO THE WASTEWATER

DISPOSAL SYSTEM.

STATE OF VERMONT

MOUND SAND SPECIFICATIONS

(c) Fill Material:  The fill material from the natural soil plowed surface to

the top of the trench or bed shall be clean washed silica sand meeting

one of the following sieve requirements:

(1).

Sieve Number Opening (mm) Percent Passing, by Weight

3/8 9.500 85-100

40 0.420 25-75

60 0.240 0-30

100 0.149 0-10

200 0.074 0-5

(2).

Sieve Number Opening (mm) Percent Passing, by Weight

4 4.750 95-100

8 2.380 80-100

16 1.190 50-85

30 0.590 25-60

50 0.297 10-30

100 0.149 2-10

(3).

Sieve Number Opening (mm) Percent Passing, by Weight

3/8 9.500 85-100

40 0.420 30-50

200 0.074 0-5

The material must meet the specifications 1, 2, or 3 above.  Interpolation

of analyses is not permitted.  Fill material 2 is ASTM Specification C-33

and is intended for manufactured material.
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