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1. COMPACTION OF BACKFILL AND BEDDING SHALL BE A
MINIMUM OF 90% (95% UNDER ROADWAY SURFACES)
OF MAXIMUM DRY DENSITY DETERMINED IN THE
STANDARD PROCTOR TEST (ASTM D698).

2. BEDDING MATERIAL SHALL NOT BE PLACED ON
FROZEN     SUBGRADE.

3. APPROVED BACKFILL SHALL NOT CONTAIN ANY
STONES MORE THAN 12" IN LARGEST DIMENSION (6"
IN ROADWAYS, 1 1/2"" MAXIMUM DIAMETER WITHIN
24" OF  THE OUTSIDE OF THE PIPE), OR CONTAIN ANY
FROZEN, WET, OR ORGANIC MATERIAL.

4. TRENCHES SHALL BE COMPLETELY DEWATERED
PRIOR TO     PLACING OF PIPE BEDDING MATERIAL
AND KEPT     DEWATERED DURING INSTALLATION OF
PIPE AND BACKFILL.

5. IN TRENCHES WITH UNSTABLE MATERIALS OR HIGH
WATER TABLE, TRENCH  BOTTOM SHALL FIRST BE
STABILIZED BY PLACEMENT OF FILTER FABRIC THEN
CRUSHED STONE (3/4" MAXIMUM).

6. THE SIDES OF TRENCHES 4' OR MORE IN DEPTH
ENTERED     BY PERSONNEL SHALL BE SHEETED OR
SLOPED TO THE ANGLE OF REPOSE AS DEFINED BY
O.S.H.A. STANDARDS.

7. BEDDING MATERIAL FOR WASTEWATER LINES SHALL
CONSIST OF CRUSHED STONE, GRAVEL, OR SAND
WITH A MAXIMUM SIZE OF 3

4".   SUBMIT A SAMPLE TO
THE ENGINEER FOR APPROVAL.

8. ALL JOINTS TO BE INSPECTED BY
OWNER/ENGINEER/TOWN PRIOR TO BACKFILL.

APPROVED BACKFILL
THOROUGHLY COMPACTED
IN 8" LIFTS

2" RIGID INSULATION WHEN
DEPTH OF PIPING IS LESS
THAN MINIMUM NOTED

4" WIDE MAGNETIC
"SEWER" TAPE INSTALLED
APPROX. 2' BELOW SURFACE

SEWER LINE, SEE PLAN
FOR TYPE AND SIZE

PIPE BEDDING

UNDISTURBED SOIL
OR ROCK

TOPSOIL, RAKE,
SEED & MULCH UNPAVED

NOTES:

PAVED

N.T.S.

D

(SEE SITE PLAN)
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1,000 GALLON SEPTIC TANK

SCUM CLEAR SPACE

Septic Tank Notes
1. Septic tank shall be a precast concrete tank, unless

otherwise approved.

2. Maintenance
- At least once a year, the depth of sludge and scum

in the septic tank should be measured. The tank
should be pumped if

- The sludge is closer than twelve inches to the
outlet baffle or;

- The scum layer is closer than three inches to the
outlet baffle.

- Under no circumstances should anyone enter a
septic tank.

3. Recommendations
- The use of garbage grinders is discouraged as

sludge accumulation in the septic tank can be
increased by up to 40%.  If used, the septic tank
will require more frequent pumping.

- The septic system is designed to handle human
waste and toilet paper, plus water from plumbing
fixtures such as toilets, baths and sinks.
Moderate use of household cleaners, detergents
and bleach should not damage your system;
however, indiscriminate use may cause
problems.  Non-degradable paper products and
any other non-biodegradable substances should
not be put in your wastewater system.

- Minimize the amount of water used in the
household.  Excessive water could flush solids
from the septic tank to the disposal field which
leads to clogging or plugging of the piping.
When dishwashers and washers are used, make
sure loads are full and stagger their use to
reduce peak flows, i.e. stagger loads of laundry
over several days instead of one day.

4. Walkways, patios and decks or other permanent
structures should not be constructed over the septic
tank.

5. There should be no need to use commercial
"starter", "bacterial feeds", or "cleaners", etc.
Bacteria in a septic tank system occurs naturally.

*CLEAN OUT TANK WHEN
  'A' IS 3" OR LESS  - OR -
  'B' IS 12" OR LESS

SLUDGE

SCUM

DRAIN AWAY

GENERAL NOTES:
ALL TANKS TO BE WATER-PROOF
w/ BOOTED CONNECTIONS
INLET & OUTLET RISERS
REQUIRED

4" SCH. 40 PVC
1

4" PER FT. MIN.
FROM BLDG.

6" CRUSHED STONE

INLET TEE

BE CAST INTO TANK

CAST IN PLACE PIPE
SLEEVES

4" SDR 35
PVC WYE
4" SDR 35 PVC
PIPE

EFFLUENT FILTER
THE FILTER SHALL PREVENT
PASSAGE OF SOLIDS
LARGER THAN 1

16"
ZABEL A1800 RESIDENTIAL
SEPTIC TANK EFFLUENT
FILTER (OR EQUAL)

FINISH GRADE EXPOSED FIBERGLASS
OR PVC  LID FOR
INSPECTION (TYP.)

OUTLET LEVEL

4" SCH. 40 PVC 1
4"

PER FT. MIN. TO
DISTR. BOX/PUMP
STATION

40% OF
LIQUID DEPTH

*(
'B

')
*(

'A
')

SEE PLAN
FOR INV.

NOTES:

PAVED

N.T.S.
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TYPICAL WATER TRENCH DETAIL
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1. COMPACTION OF BACKFILL AND BEDDING SHALL BE A
MINIMUM OF 90% (95% UNDER ROADWAY SURFACES)
OF MAXIMUM DRY DENSITY DETERMINED IN THE
STANDARD PROCTOR TEST (ASTM D698).

2. BEDDING MATERIAL SHALL NOT BE PLACED ON
FROZEN     SUBGRADE.

3. APPROVED BACKFILL SHALL NOT CONTAIN ANY
STONES MORE THAN 12" IN LARGEST DIMENSION (6"
IN ROADWAYS, 1 1/2"" MAXIMUM DIAMETER WITHIN 24"
OF  THE OUTSIDE OF THE PIPE), OR CONTAIN ANY
FROZEN, WET, OR ORGANIC MATERIAL.

4. TRENCHES SHALL BE COMPLETELY DEWATERED
PRIOR TO     PLACING OF PIPE BEDDING MATERIAL
AND KEPT     DEWATERED DURING INSTALLATION OF
PIPE AND BACKFILL.

5. IN TRENCHES WITH UNSTABLE MATERIALS OR HIGH
WATER TABLE, TRENCH  BOTTOM SHALL FIRST BE
STABILIZED BY PLACEMENT OF FILTER FABRIC THEN
CRUSHED STONE (3/4" MAXIMUM).

6. THE SIDES OF TRENCHES 4' OR MORE IN DEPTH
ENTERED     BY PERSONNEL SHALL BE SHEETED OR
SLOPED TO THE ANGLE OF REPOSE AS DEFINED BY
O.S.H.A. STANDARDS.

7. BEDDING MATERIAL SHALL CONSIST OF CRUSHED
STONE, OR SAND WITH A MAXIMUM SIZE OF 3

4".
SUBMIT A SAMPLE TO THE ENGINEER FOR APPROVAL.

8. CONTRACTOR TO INSTALL TRACER WIRE ALONG ALL
SECTIONS OF NEW WATER LINE.  TERMINATE TRACER
WIRE AT ALL VALVE BOXES AND HYDRANTS.
COORDINATE INSTALLATION WITH TOWN AND
ENGINEER.

APPROVED BACKFILL
THOROUGHLY COMPACTED
IN 8" LIFTS

2" RIGID INSULATION WHEN
DEPTH OF PIPING IS LESS
THAN 6'-0"

WATER LINE, SEE PLAN
FOR TYPE AND SIZE

PIPE BEDDING

UNDISTURBED SOIL
OR ROCK

TOPSOIL, RAKE,
SEED & MULCH UNPAVED

D/2

INSTALL UTILITY LOCATOR
RIBBON OVER WATER MAIN
APPROX. 2' BELOW SURFACE

TRACER WIRE (VERIFY TYPE WITH
TOWN/ENGINEER PRIOR TO START
OF CONSTRUCTION)

(SEE SITE PLAN)

36
"

24"

36"

N.T.S.

500 GALLON FLOUT SIPHON

GROUND

3" FLOUT
ASSEMBLY

RUBBER BOOT

3" SDR 26 PVC PIPING TO
DISPOSAL FIELD

500 GAL. PRECAST
CONCRETE TANK -
ASPHALT COVERED

BE CAST INTO TANK

EXPOSED FIBERGLASS LID
FOR INSPECTION (TYP.)

RUBBER
BOOT

4" SCH. 40 PVC 1
4" PER

FT. (MIN.) FROM
SEPTIC TANK

9" DRAW DOWN
(140 GALLON DOSE)

*VERIFY SIPHON REQUIREMENTS
WITH THE ENGINEER IF FINAL SITE
SELECTED IS OTHER THAN SHOWN
ON PLAN

LOW LEVEL =199.6

HIGH LEVEL=200.35

3" MIN

VENT LEVEL

VENT

5"

SHIM PER
MANUFACTURER
SPECIFICATIONS

DOSING SIPHON / SEPTIC TANK TESTING

The tanks shall be tested by the following procedure and in conformance with the State of Vermont - Environmental
Protection Rules:

1.  Exfiltration Leakage Test:  All pipes and other openings into the tank shall be suitably plugged and the plugs braced
to prevent blowout. The tank shall then be filled with water to the top of the riser section.  A period of time may be
permitted, if the Contractor so wishes, to allow for absorption. At the end of this period, the tank shall be refilled to
the top of the riser, if necessary, and the measuring time of at least four hours begun.  At the end of the test period,
the tank shall be refilled to the top of the riser, measuring the volume of water added.  This amount shall be
converted to gallons per vertical foot depth for 24 hours.  The leakage for each tank shall not exceed four
gallon/vertical foot/day.  If leakage exceeds the allowable rate, repairs shall be made as approved by the Engineer
and the tank retested. If the Contractor elects to backfill prior to testing, the testing shall be at his own risk, and it
shall be incumbent upon the Contractor to determine the reason for any failure of the test.  No adjustment in the
leakage allowance will be made for unknown causes such as leaking plugs, absorption, etc.  It will be assumed that
all loss of water during the test is a result of leaks through the joints or through the concrete. Furthermore, the
Contractor shall take any steps necessary to assure the Engineer that the water table is below the bottom of the tank
throughout the test.

                                                OR

2.  Vacuum test in accordance with ASTM C1227-03, Standard Specification for Precast Concrete Septic Tanks, except
as noted below:
- seal the empty tank and apply a vacuum to 5 inches (100mm) of mercury.  The tank is approved if 90% of

vacuum is held for 5 minutes.

N.T.S.

ORIFICE SHIELD DETAIL

N.T.S.

FLUSHING VALVE DETAIL

SIDE VIEW TOP VIEW

SWEEP ASSEMBLY TO BE
USED DURING PERIODIC
FLUSHING OF THE
LATERALS

VALVE BOX EXTENDED TO
GRADE

BALL VALVE

SWEEP ELBOW

PVC ORIFICE SHIELD
(SNAP FIT TO LATERAL)

PVC LATERAL

ORIFICE (SEE PIPING
DETAIL FOR ORIFICE

DIAMETER & SPACING)

SLOTS FOR DRAINING

TYPICAL BED PLAN
N.T.S.

80'
1' (TYP.)

1' (TYP.)

7'9'

SELECT SAND FILL

BED

N.T.S.

ORIFICE HOLES FACING UP
-5'-4" O.C.
-15 ORIFICES (PER LATERAL)
-FIRST AND LAST ORIFICE TO
BE FACING DOWN
-ORIFICE SHIELDS SHALL BE

USED @ EACH ORIFICE

74'-8" (B
ETWEEN ORIFICE HOLES)

INV. =
 185.85

INV. =
 185.85

3'-6"

5'-4"

TRENCH PIPING DETAIL

LAST ORIFICE TO BE
FACING DOWN
(2'-8" FROM END OF
TRENCH)

FLUSHING VALVE &
ENCLOSURE (SEE
DETAIL, TYPICAL FOR
FOUR)

11
2

2" RIGID INSULATION
OVER MANIFOLD (W=2)

LAST ORIFICE TO
BE FACING DOWN
(2'-8" FROM END
OF TRENCH)

FROM PUMP STA.
1.5" SCH 40 or
1.5" SDR 26 PVC

TYPICAL BED SECTION
N.T.S.

CLEAN WASHED CRUSHED STONE
3/4" TO 1 1/2" (NO LIMESTONE)FILTER FABRIC

MIRAFI 140NS

1-1/2"
SCH 40 PVC

3"

9"
1-1/2"
SCH 40 PVC

7'-0"

3'-6"

1/4" = 1'-0"

TYPICAL MOUND SECTION A-A

188

186

184

182

180

178

176

174

172

FILTER FABRIC, MIRAFI 140NS
(OR APPROVED EQUAL)

TYPICAL BED
(SEE DETAIL)

2.75

1

PLOWED
SURFACE

TOE OF SLOPE

NATIVE MATERIAL, 1'-0"
THICK ON INCLINE,

4" MIN. TOPSOIL

EXISTING
GRADE

12"12"

18"

185.1

25" MIN.

SELECT SAND FILL SHALL
MEET ONE OF THE FOLLOWING
SIEVE ANALYSIS BELOW

188

186

184

182

180

178

176

174

172

25' DOWNHILL
NO DISTURBANCE AREA

8.9" OF INDUCED
GROUNDWATER
MOUNDING FROM
PRESCRIPTIVE
DESKTOP ANALYSIS

8.9" OF INDUCED
MOUNDING

9.1" OF UNSATURATED
SOIL AT TOE

MOUNDED
GROUNDWATER
TABLE

11.1" SHGWT
@ 20"

8.9" OF INDUCED
MOUNDING

6.1" OF UNSATURATED
SOIL 25' DOWNHILL

SHGWT
@ 15"

36" MIN.

LAURA OBREGON
&  JOHN HANLEY

447 NORTH STREET
BURLINGTON, VERMONT

05401

BEST
RESIDENCE

990 ORCHARD ROAD
 CHARLOTTE, VT
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