MOUND CONSTRUCTION (Typical)

**** SAND FILL MUST BE APPROVED IN SAND PIT BEFORE
PLACEMENT ON SITE. Sleve analysie of sand may require
two weeke for results to be returned from lab. At

least half of the sand must be stockplled on the site
before the mound le plowed.

The following e a etep-by-step procedure for
mound construction. Any varlatione from theee stepe
should be discussed with the Techniclan BEFORE
any mound, house or driveway construction starts.
Proper mound construction proceduree are very
important. Mound fallure may reeult from improper
mound construction techniques and procedures. Proper
equipment is eesential. Small track type dozers work
best. Wheel type tractors may compact the eubsoll.

**** Construction on wet soll causes soll emearing and
compaction and poesible future fallure. Consiructlon
ehould only take place from June to September and
during dry weather, ****

1. **** INSPECTION POINT ****

Stake out the mound with the Technician
before any mound, house or driveway construction

starte. CALL THE DESIGN CONSULTANT AT LEAST 48 HOURS
BEFORE YOU ARE READY TO STAKE OUT THE MOUND. ROPE OFF
AREA DOWNSLOPE OF MOUND SITE TO PREVENT ALL TRAFFIC.

2. Prepare entire area to be covered by mound fill.
Cut treee to ground level. Do not remove stumps. Mow

5. Place approved eand fill around the uphill and

eide edges of the plowed area. Keep wheels of trucks

off plowed areas. NO traffic on the downslope elde

of plowed areas. Work from the ende and upslope side only.

6. Move the sand flll into place using a small
track-type dozer. Always keep at least & Inches of
eand beneath tracke to prevent compaction of the
plowed natural eoll. Place the eand fill to the
required depth, which le the same elevation as the top
elevation of stone In the bed or trenches. Shape
eldes to the desired elope: 1 on 4

7. With the dozer blade or backhoe, form the

trenches In the eand flll to a depth of 12"

Hand level the bottom of the bed or trenches to make sure
they are all level and at equal elevation along the

entire length.

8. Place clean washed, graded or crushed stone
(elzed 3/4" or 1 1/2")in trenches to a depth

of 12". Form 3" deep channels in the etone In which
to lay the piping network. DO NOT USE LIMESTONE

9. Lay pipes level in channels and connect manifold

pipe to the force main. DO NOT SOLVENT CEMENT. Place
perforations UPWARD for preseure testing.

Plpe from pumping chamber to manifold should

slope go that after each dose It drains back into
pumping chamber or to the manifold. Pumping chamber
should not be located in the downhill toe area of the

12. Place 9" of subsoll or topeoll (sofl less

permeable than eand fill) over all sand fill (Increase

to depth of 16" over top center of mound). Place 3"
of good quality top soll over entire mound surface.
Thie will raise the elevation at the center of the top
of the mound to 18" over the elevation of the sand

fill and 12" over the rest of eand fill in mound.

Thie soll may be taken from elsewhere on the site, but
NOT from within 50° down hill of the mound or from the
replacement area.

13. **** INSPECTION POINT ****

To inspect proper depth of cover, call the Design
Consultant at least 24 HOURS in advance of this point.
Call:

14, SEED AND MULCH ENTIRE MOUND SURFACE IMMEDIATELY
TO PREVENT EROSION. SHRUBS CAN BE PLANTED AROUND
EDGES OF MOUND.

Good planning 1e essential for efficlent construction.
The testing of eand fill, delivery of materials,
Inspection points, and actual construction must all be
carefully planned. All technical questions should be
clarified with the Design Consultant BEFORE
construction starte.
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